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ALKALINE BATTERIES are universal 
solution for long-term intensive use 
(lights, wireless computer manipulators, 
photographic flashes, toys, calculators, 
watches).
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HEAVY DUTY BATTERIES are 
optimal for work in devices, that 
require not large amounts of 
energy (remote controls, digital 
watches, flashlights).
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ALKALINE

LITHIUM BATTERIES are different 
from other because of their small 
size and low self-discharge. 
They are widely used in portable 
devices and medical equipment 
(motherboards of computers, 
electronic scales, remote 
controls, watches).

   
–   

 
  . 

   
  

   
 (   

,  
,  , ).

page 
. 

18-21

page 
. 

22-23

ZINC AIR BATTERIES have 
the high energy capacity, 
compact small size and 
steady voltage during whole 
time of life time. They are 
commonly used in hearing 
aids.
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HEAVY DUTY LITHIUM ZINC AIR

LONG LASTING POWER FOR YOUR DEVICE
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RECHARGEABLE LITHIUM-ION 
BATTERIES serve to provide 
high energy densities to devices 
with high power (lights, wireless 
electric instruments, medical 
devices, storage batteries of 
laptops, electric vehicles).
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RECHARGEABLE NICKEL–METAL 
HYDRIDE BATTERIES are intended 
for refillable use. They are applied 
for high-drain products (players, 
cameras, toys).
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LEAD-ACID BATTERIES can 
store high amount of energy. 
The batteries generally 
used in alarm systems, 
uninterruptible power 
supplies, autonomous power 
systems.
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Ni-MH Li-ion Lead-Acid

The trademark VIDEX was registered in 2004. Uncompromising quality, innovation and responsible attitude to 

environment have become the hallmark of the brand. Batteries VIDEX are a reliable power source for any device.

  VIDEX    2004 .  , -

            

.    VIDEX –       .
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CHARGERS provide the 
possibility of fast and safe 
charge the various types of 
batteries. They have different 
variants of protection and 
indication charge process.
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CHARGERS



ALKALINE 
BATTERY

The alkaline (Manganese Dioxide) batteries VIDEX come in various sizes ranging from AAA 
to AA, C, D, Krona and a number of button batteries (AG0 – AG13). The alkaline batteries 
save working properties longer, possess bigger capacity, life time and  operating temperature 
range compared with the heavy duty. Due to the discharge characteristics of batteries, they 
are used in devices, that require steady load (wireless devices, radios, cameras). 

 ( - )   VIDEX    
 , , C, D, A23, A27, N, “ ”      

(AG0–AG13).
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PRODUCT CATALOGUE • BATTERIES AND CHARGERS 5

A27 A23 LR1 LR03 LR6 LR14 LR20 6LR61

ALKALINE BATTERY

Item 
Type

-
Voltage 

-

Size, mm
, Weight, g

, 

Discharge test, 24h/day
  , 24 /

Discharge time, 
minutes

, 

Capacity, 
mAh

, 
·

Diameter Height Test conditions
 

Load End voltage
. 

LR03 AA 1.5V 10.5 44.5 10.8 20±2°C, RH: 45%-75% 3.9 0.9V 130 1200

LR6 AA 1.5V 14.5 50.5 23 20±2°C, RH: 45%-75% 3.9 0.9V 360 2600

LR14 C 1.5V 26.2 50.0 65 20±2°C, RH: 45%-75% 3.9 0.9V 1020 8000

LR20 D 1.5V 34.2 61.5 135 20±2°C, RH: 45%-75% 3.9 0.9V 2160 15200

A27 A27 12V 8.0 28.2 4.6 20±2°C, RH: 45%-75% 20000 6V 3240 26

A23 A23 12V 10.3 28.5 8.2 20±2°C, RH: 45%-75% 20000 6V 6960 55

LR1 N 1.5V 12.0 30.2 9.6 20±2°C, RH: 45%-75% 5.1 0.9V 120 800

6LR61 9-volt 9V 48.5x 26.5x17.5 (LxWxH)
( x x )

44 20±2°C, RH: 45%-75% 180 4.8V 900 600

Technical Specification
 

Type of pack 
  

Packaging in container 
   

(SC) Shrink card – is a transparent shrink 

envelope with cardboard liner.

(SC) Shrink card – прозрачная 

термоусадочная плёнка с картонным 

вкладышем.

(S) Shrink – is a transparent shrink 

envelope.

(S) Shrink – прозрачная 

термоусадочная плёнка.

LR03 / 4 B / AAA / 1.5V

Pack marking 
 

Item
Модель

Amount in a pack 
Количество в упаковке

Type of pack
Тип упаковки 

Voltage
Напряжение

Type designation 
Типоразмер

(TB) Tear Blister – is a transparent plastic 

case on a hard cardboard. Tear-off.

(TB) Tear Blister – прозрачный 

пластиковый футляр на жёсткой 

картонной подложке. Отрывной.

(B) Blister – is a transparent plastic 

case on a hard cardboard.

(B) Blister – прозрачный пластиковый 

футляр на жёсткой картонной 

подложке.

[ pack ]

[ упаковка ]

[ inner box ]

[ коробка ]

 [ carton ]

[ ящик ]



ALKALINE BATTERY

LR03 Blister 8
Art.:  LR03/8B/AAA/1.5V

Pack 

Inner box

Carton

      8 pcs
         шт

    80 pcs   10 packs  
         шт         упаковок

  640 pcs     8 boxes 
         шт         коробок

Size of pack         170x120x11.5 mm
                                 мм

LR03 Blister 4
Art.:  LR03/4B/AAA/1.5V

Pack 

Inner box

Carton

      4 pcs
         шт

    40 pcs   10 packs  
         шт         упаковок

  720 pcs   18 boxes 
         шт         коробок

Size of pack             98x123x11.5 mm
                                 мм

LR03 Small Blister 2
Art.:  LR03/2SB/AAA/1.5V

Pack 

Inner box

Carton

      2 pcs
         шт

    60 pcs   30 packs  
         шт         упаковок

  720 pcs   90 boxes 
         шт         коробок

Size of pack               54x99x11.5 mm
                                 мм

LR03 Tear Blister 10
Art.:  LR03/10TB/AAA/1.5V

Pack 

Inner box

Carton

    10 pcs
         шт

  100 pcs   10 packs  
         шт         упаковок

  800 pcs     8 boxes 
         шт         коробок

Size of pack                80x355x11 mm
                                 мм

LR03 Shrink card 2
Art.:  LR03/2SC/AAA/1.5V

Pack 

Inner box

Carton

      2 pcs
         шт

    60 pcs   30 packs  
         шт         упаковок

  720 pcs   12 boxes 
         шт         коробок

Size of pack               44.5x62x11 mm
                                 мм
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PRODUCT CATALOGUE • BATTERIES AND CHARGERS 7

ALKALINE BATTERY

LR6 Blister 4
Art.:  LR6/4B/AA/1.5V

LR6 Blister 8
Art.:  LR6/8B/AA/1.5V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      8 pcs
         шт

    80 pcs   10 packs  
         шт         упаковок

  640 pcs     8 boxes 
         шт         коробок

      4 pcs
         шт

    40 pcs   10 packs  
         шт         упаковок

  720 pcs   18 boxes 
         шт         коробок

Size of pack         170x120x15 mm
                            мм

Size of pack             98x123x15.5 mm
                                 мм

LR6 Small Blister 2
Art.:  LR6/2SB/AA/1.5V

Pack 

Inner box

Carton

      2 pcs
         шт

    60 pcs   30 packs  
         шт         упаковок

  720 pcs   90 boxes 
         шт         коробок

Size of pack                   54x99x15 mm
                                 мм

LR6 Tear Blister 10
Art.:  LR6/10TB/AA/1.5V

Pack 

Inner box

Carton

    10 pcs
         шт

  100 pcs   10 packs  
         шт         упаковок

  800 pcs     8 boxes 
         шт         коробок

Size of pack                80x355x15 mm
                                 мм

LR6 Shrink card 2
Art.:  LR6/2SC/AA/1.5V

Pack 

Inner box

Carton

      2 pcs
         шт

    60 pcs   30 packs  
         шт         упаковок

  720 pcs   12 boxes 
         шт         коробок

Size of pack               50.5x77x15 mm
                                 мм



LR6 Shrink 4
Art.:  LR6/4S/AA/1.5V

Pack 

Inner box

Carton

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

  720 pcs   12 boxes 
         шт         коробок

Size of pack      62.2x262.5x51.5 mm
                                 мм

LR03 Shrink 4
Art.:  LR03/4S/AAA/1.5V

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

  720 pcs   12 boxes 
         шт         коробок

Size of pack         46.6x196x51.5 mm
                                 мм

Pack 

Inner box

Carton

TEAR
BOX

ALKALINE BATTERY

8



PRODUCT CATALOGUE • BATTERIES AND CHARGERS 9

A27 Blister 1
Art.:  A27/1B/12V

LR1 Blister 1
Art.:  LR1/1B/1.5V

A23 Blister 1
Art.:  A23/1B/12V

LR14 Blister 2
Art.:  LR14/2B/C/1.5V

6LR61 Blister 1
Art.:  6LR61/1B/9V

LR20 Blister 2
Art.:  LR20/2B/D/1.5V

LR20 Shrink 2
Art.:  LR20/2S/D/1.5V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      2 pcs
         шт

    12 pcs     6 packs  
         шт         упаковок

    96 pcs     8 boxes 
         шт         коробок

      2 pcs
         шт

    24 pcs   12 packs  
         шт         упаковок

    96 pcs     4 boxes 
         шт         коробок

      1 pc
         шт

    12 pcs   12 packs  
         шт         упаковок

  240 pcs   20 boxes 
         шт         коробок

      2 pcs
         шт

    12 pcs     6 packs  
         шт         упаковок

  144 pcs   12 boxes 
         шт         коробок

      1 pc
         шт

    12 pcs   12 packs  
         шт         упаковок

    96 pcs     8 boxes 
         шт         коробок

Size of pack                98x133x36 mm
                                 мм

Size of pack                98x123x28 mm
                                 мм

Size of pack                     50x80x9 mm
                                 мм

Size of pack               69x61.5x35 mm
                                 мм

Size of pack                98x123x19 mm
                                 мм

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      1 pc
         шт

    12 pcs   12 packs  
         шт         упаковок

  360 pcs   30 boxes 
         шт         коробок

      1 pc
         шт

    12 pcs   12 packs  
         шт         упаковок

  240 pcs   20 boxes 
         шт         коробок

Size of pack                   55x80x13 mm
                                 мм

Size of pack                   55x80x11 mm
                                 мм

A23 Tear Blister 5
Art.:  A23/5TB/12V

Pack 

Inner box

Carton

      5 pcs
         шт

    50 pcs   10 packs  
         шт         упаковок

  500 pcs   10 boxes 
         шт         коробок

Size of pack                55x160x11 mm
                                 мм

A27 Tear Blister 5
Art.:  A27/5TB/12V

Pack 

Inner box

Carton

      5 pcs
         шт

    50 pcs   10 packs  
         шт         упаковок

  500 pcs   10 boxes 
         шт         коробок

Size of pack                  55x160x9 mm
                                 мм

ALKALINE BATTERY



LR6T / 2 B / AA / 1.5V

The alkaline (Manganese Dioxide) TURBO batteries VIDEX come in sizes AA, AAA. They have the same operating 
voltage as standard alkaline batteries, but differ by better stability to high pulsed loads. Usually they can be used in 
powerful flashlights, toys.

 ( - )   VIDEX  TURBO      , 
.      ,     ,    

    .        , 
, .

here is used red color and appropriate marking 
for visual identification TURBO batteries in the 
line of alkaline batteries.

Для визуальной идентификации батареек 
TURBO в линейке щелочных элементов 
питания используется красный цвет и 
соответствующая маркировка

(B) Blister –  is a transparent plastic 

case on a hard cardboard

(B) Blister – прозрачный пластиковый 

футляр на жёсткой картонной 

подложке.

ALKALINE TURBO BATTERY

LR03 TURBO Blister 2
Art.:  LR03T/2B/AAA/1.5V

LR6 TURBO Blister 2
Art.:  LR6T/2B/AA/1.5V

Item 
Type

-
Voltage 

-

Size, mm
, 

Weight, g
, 

Discharge test, 24h/day
  , 24 /

Discharge time, 
minutes

, 

Capacity 
mAh

, 
·

Diameter Height Test conditions
 

Load End voltage
. 

LR03 TURBO AAA 1.5V 10.5 44.5 10.8 20±2°C, RH: 45%-75% 3.9 0.9V 140 1300

LR6 TURBO AA 1.5V 14.5 50.5 23 20±2°C, RH: 45%-75% 3.9 0.9V 370 2800

Discharge comparison LR6 TURBO  LR6
  LR6 TURBO  LR6

Pulse: discharge 10s, 1h/d
      1   

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      2 pcs
         шт

    20 pcs   10 packs  
         шт         упаковок

  360 pcs   18 boxes 
         шт         коробок

      2 pcs
         шт

    20 pcs   10 packs  
         шт         упаковок

  360 pcs   18 boxes 
         шт         коробок

Size of pack             98x123x15.5 mm
                                 мм

Size of pack             98x123x11.5 mm
                                 мм

Technical Specification
 

Pack marking 
 

Type of pack
  

V
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e
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, 
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Item
Amount in a pack 

  

Type of pack
  

Voltage

Type designation 

LR03 TURBO LR6 TURBO

Test conditions:
 :

Load type: pulse
 : 

Load current: 1000mA
 : 1000

End voltage: 0.9 V
 : 0.9 V

Temperature: 20 ° C
 : 20°

Discharge comparison LR03 TURBO  LR03
  LR03 TURBO  LR03

Pulse: discharge 10s, 1h/d
      1   

V
o

lt
a

g
e
, 
V

 

Н
а
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и

е
, 

В
  

Test conditions:
 :

Load type: pulse
 : 

Load current: 600mA
 : 600

End voltage: 0.9 V
 : 0.9 V

Temperature: 20 ° C
 : 20°
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PRODUCT CATALOGUE • BATTERIES AND CHARGERS 11

(TB) Tear Blister – is a transparent plastic case 

on a hard cardboard. Tear-off.

(TB) Tear Blister – прозрачный пластиковый 

футляр на жёсткой картонной подложке. 

Отрывной.

ALKALINE AG BATTERY

AG 0 AG1 AG4 AG5 AG2 AG11

AG10AG7 AG9 AG6 AG8 AG12

AG3

AG13

Expiration date of recommended use period is placed opposite each 
batteries on the front of the pack.

Дата истечения рекомендуемого срока использования размещена 
напротив каждой батарейки на лицевой части упаковки.

Item 
Type

-
Voltage 

Size, mm
, 

Weight, g
, 

Discharge test, 24h/day
  , 24 /

Discharge 
time, hours

, 

Capacity, 
mAh

, 
·

Diameter Height Test conditions
 

Load End voltage
. 

AG0 LR521 1.5V 5.8 2.15 0.22 20±2°C, RH: 45%-75% 68000 0.9V 526 10

AG1 LR621 1.5V 6.8 2.15 0.3 20±2°C, RH: 45%-75% 45000 0.9V 612 14

AG2 LR726 1.5V 7.9 2.6 0.45 20±2°C, RH: 45%-75% 15000 0.9V 298 25

AG3 LR41 1.5V 7.9 3.6 0.64 20±2°C, RH: 45%-75% 15000 0.9V 522 41

AG4 LR626 1.5V 6.8 2.6 0.34 20±2°C, RH: 45%-75% 45000 0.9V 768 20

AG5 LR754 1.5V 7.9 5.4 0.9 20±2°C, RH: 45%-75% 15000 0.9V 864 66

AG6 LR921 1.5V 9.5 2.1 0.55 20±2°C, RH: 45%-75% 15000 0.9V 340 25

AG7 LR926 1.5V 9.5 2.6 0.7 20±2°C, RH: 45%-75% 15000 0.9V 576 45

AG8 LR1120 1.5V 11.6 2.1 0.86 20±2°C, RH: 45%-75% 15000 0.9V 550 43

AG9 LR936 1.5V 9.5 3.6 0.88 20±2°C, RH: 45%-75% 15000 0.9V 766 60

AG10 LR1130 1.5V 11.6 3.1 1.2 20±2°C, RH: 45%-75% 10000 0.9V 648 78

AG11 LR721 1.5V 7.9 2.15 0.38 20±2°C, RH: 45%-75% 45000 0.9V 720 20

AG12 LR43 1.5V 11.6 4.2 1.6 20±2°C, RH: 45%-75% 5000 0.9V 472 113

AG13 LR44 1.5V 11.6 5.4 2 20±2°C, RH: 45%-75% 5000 0.9V 598 158

Technical Specification
 

Type of pack
  

AG3 / LR41 / 10TB / 1.5V

Other name of item
 

Pack marking 
 

Item

Amount in a pack 
  

Type of pack
  

Voltage

(B) Blister –  is a transparent 

plastic case on a hard cardboard

(B) Blister – прозрачный 

пластиковый футляр на 

жёсткой картонной подложке.



ALKALINE AG BATTERY

Size of pack                    55x80x7 mm
                                 мм

AG0, AG1, AG3, AG4, 
AG5, AG6, AG9, AG10, 
AG12, AG13

Pack 

Inner box

Carton

     2 pcs
         шт

    48 pcs   24 packs  
         шт         упаковок

1296 pcs   27 boxes 
         шт         коробок

AG3 Blister 2
Art.:  AG3/LR41/2B/1.5V

AG4 Blister 2
Art.:  AG4/LR626/2B/1.5V

AG5 Blister 2
Art.:  AG5/LR754/2B/1.5V

AG6 Blister 2
Art.:  AG6/LR921/2B/1.5V

AG9 Blister 2
Art.:  AG9/LR936/2B/1.5V

AG10 Blister 2
Art.:  AG10/LR1130/2B/1.5V

AG12 Blister 2
Art.:  AG12/LR43/2B/1.5V

AG13 Blister 2
Art.:  AG13/LR44/2B/1.5V

AG0 Blister 2
Art.:  AG0/LR521/2B/1.5V

AG1 Blister 2
Art.:  AG2/LR621/2B/1.5V

12



PRODUCT CATALOGUE • BATTERIES AND CHARGERS 13

AG0 Tear Blister 10
Art.:  
AG0/LR521/10TB/1.5V

AG1 Tear Blister 10
Art.:  
AG1/LR621/10TB/1.5V

AG7 Tear Blister 10
Art.:  
AG7/LR926/10TB/1.5V

AG8 Tear Blister 10
Art.:  
AG8/LR1120/10TB/1.5V

AG9 Tear Blister 10
Art.:  
AG9/LR936/10TB/1.5V

AG6 Tear Blister 10
Art.:  
AG6/LR921/10TB/1.5V

AG11 Tear Blister 10
Art.:  
AG11/LR721/10TB/1.5V

AG12 Tear Blister 10
Art.:  
AG12/LR43/10TB/1.5V

AG13 Tear Blister 10
Art.:  
AG13/LR44/10TB/1.5V

AG10 Tear Blister 10
Art.:  
AG10/LR1130/10TB/1.5V

AG3 Tear Blister 10
Art.:  
AG3/LR41/10TB/1.5V

AG4 Tear Blister 10
Art.:  
AG4/LR626/10TB/1.5V

AG5 Tear Blister 10
Art.:  
AG5/LR754/10TB/1.5V

AG2 Tear Blister 10
Art.:  
AG2/LR726/10TB/1.5V

ALKALINE AG BATTERY

Size of pack                  50x158x7 mm
                                 мм

AG0, AG1, AG2, AG3, AG4, 
AG5, AG6, AG7, AG8, AG9, 
AG10, AG11, AG12, AG13

Pack 

Inner box

Carton

    10 pcs
         шт

  100 pcs   10 packs  
         шт         упаковок

1600 pcs   16 boxes 
         шт         коробок



SUPER HEAVY DUTY 
BATTERY

Heavy duty (Carbon Zinc ) batteries are the most famous single-use batteries. They offer a 
complete line of AA, AAA, C, D, 3R12 and Krona lantern batteries. Heavy duty batteries are good 
choice for remote controls, digital watches and other devices that are middle and low drain.

 ( - )    –     
.     , , C, D, 3R12,“ ”. 

         
   . ,     .
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R03P / 4 S / AAA / 1.5V(SB) Small Blister – is a transparent 

plastic case on a hard cardboard.

(SB) Small Blister – прозрачный 

пластиковый футляр на жёсткой 

картонной подложке.

(SC) Shrink card – is a transparent 

shrink envelope with cardboard liner.

(SC) Shrink card – прозрачная 

термоусадочная плёнка с картон-

ным вкладышем.

R03P R6P R14P R20P 6F22

SUPER HEAVY DUTY BATTERY

(S) Shrink – is a transparent shrink 

envelope.

(S) Shrink – прозрачная 

термоусадочная плёнка.

3R12

Item 
Type

-
Voltage 

-

Size, mm
, 

Weight, g
, 

Discharge test, 24h/day
  , 24 /

Discharge 
time, minutes

, 

Capacity 
mAh

, 
·Diameter Height Test conditions

 
Load End voltage

. 

R03P AA 1.5V 10.5 44.5 7,5 20±2°C, RH: 45%-75% 3.9 0.9V 35 410

R6P AA 1.5V 14.5 50.5 16 20±2°C, RH: 45%-75% 3.9 0.9V 95 850

R14P C 1.5V 26.2 50.0 42,5 20±2°C, RH: 45%-75% 3.9 0.9V 280 2300

R20P D 1.5V 34.2 61.5 86 20±2°C, RH: 45%-75% 3,9 0.9V 600 4000

6F22 9-volt 9V 48.5x 26.5x17.5 (LxWxH)
( x x )

35 20±2°C, RH: 45%-75% 180 4.8V 240 360

3R12 4.5-volt 4.5V 64x62x22 (LxWxH)
( x x )

110 20±2°C, RH: 45%-75% 20 2.7V 580 1600

Packaging in container 
   

[ pack ]

[ упаковка ]

[ inner box ]

[ коробка ]

 [ carton ]

[ ящик ]

Pack marking 
 

Type of pack
  

Item
Модель

Amount in a pack
Количество в упаковке

Type of pack
Тип упаковки 

Voltage
Напряжение

Type designation 
Типоразмер

Technical Specification
 



R14P Shrink 2
Art.:  R14P/2S/C/1.5V

SUPER HEAVY DUTY BATTERY

R03P Shrink 4
Art.:  R03P/4S/AAA/1.5V

R6P Shrink 4
Art.:  R6P/4S/AA/1.5V

R20P Shrink 2
Art.:  R20P/2S/D/1.5V

R03P Small Blister 2
Art.:  R03P/2SB/AAA/1.5V

R03P Shrink card 4
Art.:  R03P/4SC/AAA/1.5V

R6P Small Blister 2
Art.:  R6P/2SB/AA/1.5V

R6P Shrink card 4
Art.:  R6P/4SC/AA/1.5V

R20P Shrink card 2
Art.:  R20P/2SC/D/1.5V

R14P Shrink card 2
Art.:  R14P/2SC/C/1.5V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      2 pcs
         шт

    48 pcs   26 packs  
         шт         упаковок

1440 pcs   30 boxes 
         шт         коробок

      2 pcs
         шт

    40 pcs   20 packs  
         шт         упаковок

1200 pcs   30 boxes 
         шт         коробок

      2 pcs
         шт

    24 pcs   12 packs  
         шт         упаковок

  480 pcs   20 boxes 
         шт         коробок

      2 pcs
         шт

    24 pcs   12 packs  
         шт         упаковок

  288 pcs   12 boxes 
         шт         коробок

      2 pcs
         шт

    24 pcs   12 packs  
         шт         упаковок

  480 pcs   20 boxes 
         шт         коробок

      2 pcs
         шт

    24 pcs   12 packs  
         шт         упаковок

  288 pcs   12 boxes 
         шт         коробок

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

1200 pcs   20 boxes 
         шт         коробок

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

1200 pcs   20 boxes 
         шт         коробок

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

1440 pcs   24 boxes 
         шт         коробок

      4 pcs
         шт

    60 pcs   15 packs  
         шт         упаковок

1440 pcs   24 boxes 
         шт         коробок

Size of pack        54x99x11 mm
                      мм

Size of pack        54x99x15 mm
                      мм

Size of pack        52.5x50.5x26.5 mm
                                 мм

Size of pack           69x61.5x34.5 mm
                                 мм

Size of pack        50.5x97x26.5 mm
                             мм

Size of pack        61.5x116x35 mm
                            мм

Size of pack        50.5x104x15 mm
                            мм

Size of pack        59x50.5x14.5 mm
                             мм

Size of pack        40x44x10.5 mm
                          мм

Size of pack        44x80x11 mm
                      мм

16
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SUPER HEAVY DUTY BATTERY

6F22 Shrink card 1
Art.:  6F22/1SC/9V

6F22 Shrink 1
Art.:  6F22/1S/9V

3R12 Shrink 1
Art.:  3R12/1S/4.5V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      1 pc
         шт

    20 pcs   20 packs  
         шт         упаковок

  240 pcs   12 boxes 
         шт         коробок

      1 pc
         шт

    24 pcs   24 packs  
         шт         упаковок

  480 pcs   20 boxes 
         шт         коробок

      1 pc
         шт

    24 pcs   24 packs  
         шт         упаковок

  480 pcs   20 boxes 
         шт         коробок

Size of pack        62.5x64.5x22.5 mm
                                 мм

Size of pack               49x73x18.5 mm
                                 мм

Size of pack                  27x49x18 mm
                                 мм

Discharge time testing R03P
   R03P

Discharge time testing R14P
   R14P

Discharge time testing R20P
   R20P

Discharge time testing R6P
   R6P

Discharge time, hours

Время разряда, часов

Discharge time, hours

Время разряда, часов

Discharge time, hours

Время разряда, часов

Discharge time, hours

Время разряда, часов
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Test conditions:
 :

Type of load: continuous 24h / day
 :  24 /

End voltage: 0.9 V
 : 0.9 V

Load resistance: 3.9
 : 3,9 

Temperature: 20 ° C
 : 20°

Test conditions:
 :

Type of load: continuous 24h / day
 :  24 /

End voltage: 0.9 V
 : 0.9 V

Load resistance: 3.9
 : 3,9 

Temperature: 20 ° C
 : 20°

Test conditions:
 :

Type of load: continuous 24h / day
 :  24 /

End voltage: 0.9 V
 : 0.9 V

Load resistance: 3.9
 : 3,9 

Temperature: 20 ° C
 : 20°

Test conditions:
 :

Type of load: continuous 24h / day
 :  24 /

End voltage: 0.9 V
 : 0.9 V

Load resistance: 3.9
 : 3,9 

Temperature: 20 ° C
 : 20°



LITHIUM
BATTERY

Lithium battery VIDEX differs from other types elements of their high life time, low self-
discharge and portability. They are used in devices with high short-term power consumption 
(watches, calculators, remote controls, medical devices, computers, tactical lights and thermal 
imagings).

   VIDEX       
 ,    .

       ( , 
,  ,  , ,   

 ).
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CR1216 CR1220 CR1225 CR1616 CR1620 CR2016 CR2025

CR2430CR2032 CR2320 CR2330 CR2354 CR2450

LITHIUM BATTERY

CR123A CR2

(B) Blister – is a transparent 

plastic case on a hard cardboard.

(B) Blister – прозрачный 

пластиковый футляр на 

жёсткой картонной подложке.

(TB) Tear Blister – is a transparent 

plastic case on a hard cardboard. 

Tear-off.

(TB) Tear Blister – прозрачный 

пластиковый футляр на жёсткой 

картонной подложке. Отрывной.

CR1632

CR1216 / 5 B / 3V

Item 
ANSI

Voltage 
-

Size, mm
, 

Weight, g
, 

Discharge test, 24h/day
  , 24 /

Discharge 
time, hours

, 

Capacity mAh
, 

·Diameter Height Test conditions
 

Load End voltage
. 

CR1216 5034LC 3V 12.5 1.6 0.7 20±2°C, RH: 45%-75% 6800 2V 56 25

CR1220 5012LC 3V 12.5 2.0 0.85 20±2°C, RH: 45%-75% 6800 2V 90 40

CR1225 5020LC 3V 12.5  2.5 1.0 20±2°C, RH: 45%-75% 6800 2V 108 48

CR1616 5021LC 3V 16 1.6 1.15 20±2°C, RH: 45%-75% 4700 2V 78 50

CR1620 5009LC 3V 16  2.0 1.3 20±2°C, RH: 45%-75% 4700 2V 109 70

CR1632 – 3V 16 3.2 1.8 20±2°C, RH: 45%-75% 3000 2V 130 130

CR2016 5000LC 3V 20 1.6 1.75 20±2°C, RH: 45%-75% 3000 2V 80 80

CR2025 5003LC 3V 20 2.5 2.45 20±2°C, RH: 45%-75% 3000 2V 160 160

CR2032 5004LC 3V 20 3.2 2.9 20±2°C, RH: 45%-75% 3000 2V 220 220

CR2430 5011LC 3V 24.5 3.0 4.5 20±2°C, RH: 45%-75% 1000 2V 100 290

CR2450 5029LC 3V 24.5 5.0 6.2 20±2°C, RH: 45%-75% 1000 2V 193 580

CR123A 5046LC 3V 17 34.5 16.0 20±2°C, RH: 45%-75% 10mA 2V 150 1500

CR2 5018LC 3V 15,6 27 11.0 20±2°C, RH: 45%-75% 10mA 2V 80 800

Pack marking
 

Type of pack
  

Item

Amount in a pack
  

Type of pack
  

Voltage

Technical Specification
 



CR1616 Tear Blister 5
Art.:  CR1616/5TB/3V

CR1220 Tear Blister 5
Art.:  CR1220/5TB/3V

CR1225 Tear Blister 5
Art.:  CR1225/5TB/3V

CR1216 Tear Blister 5
Art.:  CR1216/5TB/3V

LITHIUM BATTERY

CR2 Blister 1
Art.:  CR2/1B/3V

CR123A Blister 1
Art.:  CR123A/1B/3V

CR1216–CR2354

CR2016 Blister 1
Art.:  CR2016/1B/3V

CR2025 Blister 1
Art.:  CR2025/1B/3V

CR2032 Blister 1
Art.:  CR2032/1B/3V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      1 pc
         шт

    24 pcs   24 packs  
         шт         упаковок

  648 pcs   27 boxes 
         шт         коробок

      1 pc
         шт

    24 pcs   24 packs  
         шт         упаковок

  648 pcs   27 boxes 
         шт         коробок

      1 pc
         шт

    24 pcs   24 packs  
         шт         упаковок

  648 pcs   27 boxes 
         шт         коробок

      5 pcs
         шт

  100 pcs   20 packs  
         шт         упаковок

1200 pcs   12 boxes 
         шт         коробок

      1 pc
         шт

    20 pcs   20 packs  
         шт         упаковок

  200 pcs   10 boxes 
         шт         коробок

      1 pc
         шт

    20 pcs   20 packs  
         шт         упаковок

  200 pcs   10 boxes 
         шт         коробок

Size of pack        55x80x5 mm
                    мм

Size of pack        55x80x5 mm
                    мм

Size of pack        55x80x5 mm
                    мм

Size of pack        63x188x5 mm
                       мм

Size of pack        85x120x18 mm
                         мм

Size of pack        85x120x18 mm
                         мм
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LITHIUM BATTERY

CR2032 Tear Blister 5
Art.:  CR2032/5TB/3V

CR2330 Tear Blister 5
Art.:  CR2330/5TB/3V

CR2354 Tear Blister 5
Art.:  CR2354/5TB/3V

CR2320 Tear Blister 5
Art.:  CR2320/5TB/3V

CR2450 Tear Blister 5
Art.:  CR2450/5TB/3V

CR2430 Tear Blister 5
Art.:  CR2430/5TB/3V

CR2025 Tear Blister 5
Art.:  CR2025/5TB/3V

CR2016 Tear Blister 5
Art.:  CR2016/5TB/3V

CR1620 Tear Blister 5
Art.:  CR1620/5TB/3V

CR1632 Tear Blister 5
Art.:  CR1632/5TB/3V

CR2430–CR2450

Pack 

Inner box

Carton

      5 pcs
         шт

  100 pcs   20 packs  
         шт         упаковок

1200 pcs   12 boxes 
         шт         коробок

Size of pack        63x211x5 mm
                       мм



ZINC AIR 
HEARING AID BATTERY

Zinc air hearing aid batteries VIDEX include ZA675, ZA312, ZA13, ZA10 models. The main 
advantage is the ability to hold the constant voltage for a long time. They are able to provide 
reliable power for small portable devices at constant and impulse loads because of their high 
capacity and energy efficiency.  The batteries are aimed at use in hearing aids.

-    VIDEX     ZA675, ZA312, 
ZA13, ZA10.        

     .      
,       

      . 
     .
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ZA675

ZINC AIR BATTERY

ZA312 ZA13 ZA10

(B) Blister –  is a 

transparent plastic case 

on a hard cardboard.

(B) Blister – прозрачный 

пластиковый футляр 

на жёсткой картонной 

подложке.

ZA312 / 6 B / 1.45V

Item 
IEC

Voltage 
-

Size, mm
, 

Weight, g
, 

Discharge test, 24h/day
  , 24 /

Discharge 
time, hours

, 

Capacity mAh
, 

·Diameter Height Test conditions
 

Load End voltage
. 

ZA675 PR44 1.45V 11.6 5.4 1.62 20±2°C,  RH: 60% 620 0.9V 277 580

ZA312 PR41 1.45V 7.9 3.6 0.54 20±2°C,  RH: 60% 1500 0.9V 186 160

ZA13 PR48 1.45V 7.9 5.4 0.84 20±2°C,  RH: 60% 1500 0.9V 306 265

ZA10 PR70 1.45V 5.9 3.6 0.28 20±2°C,  RH: 60% 3000 0.9V 200 90

ZA675 Blister 6
Art.:  ZA675/6B/1.45V

ZA312 Blister 6
Art.:  ZA312/6B/1.45V

ZA13 Blister 6
Art.:  ZA13/6B/1.45V

ZA10 Blister 6
Art.:  ZA10/6B/1.45V

Discharge time testing
  

Discharge time, hours

Время разряда, часов
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Technical Specification
 

Pack marking
 

Type of pack 
  

Item
Модель

Amount in a pack 
Количество в упаковке

Type of pack
Тип упаковки 

Voltage
Напряжение

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

      6 pcs
         шт

    10 pcs   60 packs  
         шт         упаковок

3000 pcs   50 boxes 
         шт         коробок

      6 pcs
         шт

    10 pcs   60 packs  
         шт         упаковок

3000 pcs   50 boxes 
         шт         коробок

      6 pcs
         шт

    10 pcs   60 packs  
         шт         упаковок

3000 pcs   50 boxes 
         шт         коробок

      6 pcs
         шт

    10 pcs   60 packs  
         шт         упаковок

3000 pcs   50 boxes 
         шт         коробок

Size of pack        48x90x5 mm
                    мм

Size of pack        48x90x6 mm
                    мм

Size of pack        48x90x6 mm
                    мм

Size of pack        48x90x5 mm
                    мм



Ni-MH 
RECHARGEABLE BATTERY

Nickel metal hydride batteries (Ni-MH) VIDEX are rechargeable power supply. Depending on 
type and capacities, they can be used in devices of high and low power consumption.
The range of trademark VIDEX includes LSD (low self-discharge)  batteries. They  provide 
a slower rate of discharge and longer life time. They are supplied previously charged. Such 
batteries lose only from 0.04% to 0.1% charge per day, have high resistance to frost, make it 
possible to work with high discharge currents, which exceed the battery capacity.

- -  (Ni-MH)  VIDEX –   
.      ,     

   .
 VIDEX    LSD (low self-discharge)  –  

       .  
 .      0,04%  

0,1%   ,     ,   
    ,       

.
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Technical Specification
 

HR6 / 2700 / 2 DB / AA / 1.2V

Item
Модель

Amount in a pack 
Количество в упаковке

Type of pack
Тип упаковки 

Type designation 
Типоразмер

Pack marking 
 

(DB) Double Blister – is a closed plastic 
case with information liner.
(DB) Double Blister – закрытый 

пластиковый футляр с инфор-

мационным вкладышем.

Type of pack
  

Ni-MH RECHARGEABLE BATTERY

Capacity, mAh
Ёмкость, мА·час

The designation “READY FOR USE” allows to use  

battery immediately after unpacking. Without this 

designation batteries have to recharge before use.

Наличие на упаковке обозначения «READY 

FOR USE» говорит о готовности аккумулятора 

к работе сразу после распаковки. В случае 

отсутствия такого обозначения, перед началом 

использования аккумулятор требуется зарядить. 

HR03 HR6 HR03
READY FOR USE

HR6
READY FOR USE

HR14
READY FOR USE

HR20
READY FOR USE

6HR61
READY FOR USE

Item Type
Precharge 

LSD 
 

LSD

Voltage 

Size, mm 
, 

Weight, g
, 

Capacity, 
mAh

, 
·

Standard charge
 

Maximum charge
 

Diameter Height Current, mA
, 

min Current, mA
, 

min

HR03 600mAh AAA 1.2V 10.5 44.5 10.6 600 60 840 300 168

HR03 800mAh AAA • 1.2V 10.5 44.5 11.5 800 80 840 400 168

HR03 1000mAh AAA • 1.2V 10.5 44.5 12.5 1000 100 840 500 168

HR03 1100mAh AAA 1.2V 10.5 44.5 12.5 1100 110 840 550 168

HR6 600mAh AA 1.2V 14.5 50.5 13.0 600 60 840 300 168

HR6 1000mAh AA 1.2V 14.5 50.5 17.0 1000 100 840 500 168

HR6 1500mAh AA 1.2V 14.5 50.5 22.5 1500 150 840 750 168

HR6 2100mAh AA • 1.2V 14.5 50.5 26.5 2100 210 840 1050 168

HR6 2500mAh AA • 1.2V 14.5 50.5 29.2 2500 250 840 1250 168

HR6 2700mAh AA 1.2V 14.5 50.5 30.2 2700 270 840 1350 168

HR14 3500mAh C • 1.2V 26.2 50.0 70.0 3500 350 840 1750 168

HR20 7500mAh D • 1.2V 34.2 61.5 137.0 7500 750 840 3750 168

6HR61 300mAh 9-volt • 8.4V 48.5x 26.5x17.5 (LxWxH)
( x x )

58.0 300 30 840 150 168

Voltage
Напряжение



Ni-MH RECHARGEABLE BATTERY

HR03 600mAh Double Blister 2
Art.:  HR03/600/2DB/AAA/1.2V

HR03 1100mAh Double Blister 2
Art.:  HR03/1100/2DB/AAA/1.2V

HR03 800mAh Double Blister 2
Art.:  HR03/800/2DB/AAA/1.2V

HR6 1000mAh Double Blister 2
Art.:  HR6/1000/2DB/AA/1.2V

HR6 600mAh Double Blister 2
Art.:  HR6/600/2DB/AA/1.2V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

Size of pack        78x103x12 mm
                         мм

Size of pack        78x103x12 mm
                         мм

Size of pack        78x103x12 mm
                         мм

Size of pack        78x103x12 mm
                         мм

Size of pack        78x103x16 mm
                         мм

Size of pack        78x103x16 mm
                         мм

HR03 1000mAh Double Blister 2
Art.:  HR03/1000/2DB/AAA/1.2V

HR6 2100mAh Double Blister 2
Art.:  HR6/2100/2DB/AA/1.2V

HR6 1500mAh Double Blister 2
Art.:  HR6/1500/2DB/AA/1.2V

HR6 2700mAh Double Blister 2
Art.:  HR6/2700/2DB/AA/1.2V

HR6 2500mAh Double Blister 2
Art.:  HR6/2500/2DB/AA/1.2V

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

    2 pcs
       шт

  20 pcs   10 packs  
       шт         упаковок

200 pcs   10 boxes 
       шт         коробок

Size of pack        78x103x16 mm
                         мм

Size of pack        78x103x16 mm
                         мм

Size of pack        78x103x16 mm
                         мм

Size of pack        78x103x16 mm
                         мм
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Ni-MH RECHARGEABLE BATTERY

HR14 3500mAh Double Blister 2
Art.:  HR14/3500/2DB/C/1.2V

6HR61 300mAh Double Blister 1
Art.:  6HR61/300/1DB/8.4V

HR20 7500mAh Double Blister 2
Art.:  HR20/7500/2DB/D/1.2V

Thanks to an excellent combination of technical characteristics 
of ready-to-use the nickel-metal hydride batteries serve  better 
alternative to alkaline batteries. As compare with standard nickel-
metal hydride the low self-discharge batteries extend the life time of 
their storage and  ensure readiness  for work even with long pauses 
between charge and start use. 
It increases the sphere of  use and gives the ability to use them in 
devices with low power consumption (computer manipulators, remote 
controls). Due to the low internal resistance, the batteries have 
excellent results by working with the high impulse current output, 
such as in digital cameras, flashlights, powerful lights, toys and other 
similar devices. Their life time is longer because of increased to 1000 
number of charge cycles.

      
  - -     

      . , 
  - -  , 

    ,    
          

.       
         

 (  ,  ). 
   ,     ,  

        
 ,       

 , ,  ,    
 .  ,      

    1000   .

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

    2 pcs
       шт

  24 pcs   12 packs  
       шт         упаковок

  96 pcs     4 boxes 
       шт         коробок

    1 pc
       шт

  12 pcs   12 packs  
       шт         упаковок

  96 pcs     8 boxes 
       шт         коробок

    2 pcs
       шт

  12 pcs     6 packs  
       шт         упаковок

  96 pcs     8 boxes 
       шт         коробок

Size of pack        109x134x28 mm
                           мм

Size of pack        78x103x19 mm
                         мм

Size of pack        123x146x37 mm
                           мм

THE LOW SELF-DISCHARGE (LSD) NICKEL-METAL HYDRIDE BATTERY

 



Lithium-Ion (Li-ion) batteries VIDEX – are rechargeable power sources, using in devices with 
high constant power consumption. 
Batteries are divided into two types. The first one has a built-in protection system from 
overcharge, overdischarge, short circuit, overheating (for devices without their own protective 
board). 
The second type of battery is for devices with own protective board. 
They are widely used in portable chargers (POWER BANK), electric vehicles, lights, wireless 
electric instruments, medical devices, storage batteries of laptops.

-  (Li-ion)  VIDEX –   , 
         

. 
    .       

, ,  ,  (     
 ).

         .
      (POWER BANK),   

  , ,  ,  
,    .

Li-ion 
RECHARGEABLE BATTERY
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Type of pack
  

18650-P / 2200 / 1 CB / 3.7V(CB) Color Box — is an individual 
color cardboard pack.
(CB) Color Box — индиви-

дуальная цветная картонная 

упаковка.

Li-ion RECHARGEABLE BATTERY

IMR18650

(Bulk) Bulk — is an unit of 
goods without individual 
pack.
(Bulk) Bulk — единица 

товара без индивидуаль-

ной упаковки.

18650-P 18650 14500 16340

Item Voltage 

Size, mm
, 

Weight, g
,  

Capacity, mAh
, ·

Standard charge
 

Maximum charge
 

Diameter Height Current, mA
, 

min Current, mA
, 

min

18650-P 2200mAh 3.7V 18 70 43.8 2200 440 420 2200 84

18650-P 2800mAh 3.7V 18 70 44.8 2800 560 420 2800 84

18650-P 3000mAh 3.7V 18 70 46.3 3000 600 420 3000 84

18650-P 3400mAh 3.7V 18 70 48.1 3400  680 420 3400 84

IMR18650 2200mAh 3.7V 18 65 42 2200 440 420 2200 84

IMR18650 2800mAh 3.7V 18 65 44 2800 560 420 2800 84

18650 2200mAh 3.7V 18 65 41 2200 440 420 2200 84

18650 2800mAh 3.7V 18 65 42 2800 560 420 2800 84

18650 3000mAh 3.7V 18 65 43.5 3000 600 420 3000 84

18650 3400mAh 3.7V 18 65 45.3 3400 680 420 3400 84

14500 800mAh 3.7V 14 50 18.1 800 160 420 800 84

16340 800mAh 3.7V 16 34 22 800 160 420 800 84

Technical Specification
 

Item
Модель

Amount in a pack
Количество в упаковке

Type of pack
Тип упаковки 

Pack marking
 

Capacity, mAh
Ёмкость, мА·час

Voltage
Напряжение



18650P 2200mAh Color box 1
Art.:  18650-P/2200/1CB/3.7VThe batteries have built-in triple protection system from short 

circuit, overheating, overcharge and overdischarge, which is 
implemented through the equipment of thermal fuse and special 
protective board. If the temperature increases permissible 
maximum degrees, the thermal fuse breaks the load circuit for 
avoiding of battery overheating. Protective board is located at 
the bottom of the battery. It serves for breaking the chain load 
by reaching minimum or maximum battery voltage values and 
makes impossible  its recharge or overdischarge. 

Built-in protection
• from short circuit
• from recharge
• from overdischarge

18650P 2800mAh Color box 1
Art.:  18650-P/2800/1CB/3.7V

18650P 3000mAh Color box 1
Art.:  18650-P/3000/1CB/3.7V

18650P 3400mAh Color box 1
Art.:  18650-P/3400/1CB/3.7V

Protection from 
overheating

Lithium-Ion (Li-ion) batteries 
18650P

Designation 

symbol

of batteries

with protective 

board

-  (Li-ion)
 18650P

      , 
,       
     

 . 
      

   ,   
  .   -

    .     
      -
   , ,  , 

    .

  •
  •

  •

Символ 

обозначения 

аккумуляторов 

с платой 

защиты

 
 

 

Pack 

Inner box

Carton

    1 pc
       шт

  20 pcs   20 packs  
       шт         упаковок

160 pcs     8 boxes 
       шт         коробок

Size of pack        72x22x70 mm
                       мм

Pack 

Inner box

Carton

Pack 

Inner box

Carton

Pack 

Inner box

Carton

    1 pc
       шт

  20 pcs   20 packs  
       шт         упаковок

160 pcs     8 boxes 
       шт         коробок

    1 pc
       шт

  20 pcs   20 packs  
       шт         упаковок

160 pcs     8 boxes 
       шт         коробок

    1 pc
       шт

  20 pcs   20 packs  
       шт         упаковок

160 pcs     8 boxes 
       шт         коробок

Size of pack        72x22x70 mm
                       мм

Size of pack        72x22x70 mm
                      мм

Size of pack        72x22x70 mm
                      мм
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IMR18650 2200mAh Bulk 1
Art.:  IMR18650/2200/BULK1/3.7V

IMR18650 2800mAh Bulk 1
Art.:  IMR18650/2800/BULK1/3.7V

18650 2200mAh Bulk 1
Art.:  18650/2200/BULK1/3.7V

18650 3000mAh Bulk 1
Art.:  18650/3000/BULK1/3.7V

16340 800mAh Bulk 1
Art.:  16340/800/BULK1/3.7V

14500 800mAh Bulk 1
Art.:  14500/800/BULK1/3.7V

Li-ion RECHARGEABLE BATTERY

18650 3400mAh Bulk 1
Art.:  18650/3400/BULK1/3.7V

The High-current lithium-ion batteries – are rechargeable power supplies for use in
devices with the high current. The batteries provide current efficiency up to 28A due to the 
minimum internal resistance. They can be used in electronic cigarettes and various power tools.

The High-current Li-ion Battery IMR18650
 -   IMR18650

18650 2800mAh Bulk 1
Art.:  18650/2800/BULK1/3.7V

Inner box

Carton

Inner box

Carton

Inner box

Carton

Inner box

Carton

Inner box

Carton

Inner box

Carton

Inner box

Carton

Inner box

Carton

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

  50 pcs
       шт

600 pcs   12 boxes 
       шт         коробок

Size of pack        187x86x40 mm
                         мм

Size of pack        209x96x70 mm
                         мм

Size of pack        209x96x70 mm
                         мм

Size of pack        172x79x58 mm
                         мм

Size of pack        209x96x70 mm
                         мм

Size of pack        209x96x70 mm
                         мм

Size of pack        209x96x70 mm
                         мм

Size of pack        209x96x70 mm
                         мм

 -   –   , -
    ,     

.        VIDEX 
   28 .       

.



LEAD-ACID RECHARGEABLE BATTERY

Lead-acid batteries VIDEX perform well on high load currents. In difference from 
Lithium-ion batteries they are cheaper and easy-to-handle. The lead-acid batteries are 
convenient for use in devices that demand a constant and uninterruptible source of 
energy.  Usually they can be used in alarm systems, uninterruptible power supplies, 
autonomous power systems.

-   VIDEX      
.    -        . 
-       , 

      .  
    ,   

,   .

LEAD-ACID
BATTERY
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6FM9
Art.:  6FM9/1CB/12V

Size of pack        155x70x103 mm
                           мм

Size of pack        155x103x103 mm
                             мм

Inner box

Carton

Inner box

Carton

    1 pc
       шт

  10 boxes 
       коробок

    1 pc
       шт

    8 boxes 
       коробок

Size of pack        155x70x103 mm
                           мм

6FM7.26FM4.5 6FM9 6FM12

Item Voltage 

Size, mm
, 

Weight, kg
,  

Capacity, mAh
, 

·

Charge Maximum charge
 

Length Width Height Cycle use
  

Stand-by use
  

Current, mA
, 

6FM4.5 12V 90 70 100 1,47 4500 14,5-14,8 V 13,5-13,8 V 1350

6FM7.2 12V 150 65 95 2,03 7200 14,5-14,8 V 13,5-13,8 V 2160

6FM9 12V 150 65 95 2,4 9000 14,5-14,8 V 13,5-13,8 V 2700

6FM12 12V 150 98 95 3,25 12000 14,5-14,8 V 13,5-13,8 V 3600

6FM4.5
Art.:  6FM4.5/1CB/12V

6FM7.2
Art.:  6FM7.2/1CB/12V

6FM12
Art.:  6FM12/1CB/12V

(CB) Color Box — is an individual color 
cardboard pack.
(CB) Color Box — индивидуальная цветная 

картонная упаковка.

Inner box

Carton

    1 pc
       шт

  15 boxes 
       коробок

Size of pack        95 x 75 x 107 mm
                             мм

Inner box

Carton

    1 pc
       шт

  10 boxes 
       коробок

Type of pack
  

Pack marking 
 

Technical Specification
 

LEAD-ACID BATTERY

6FM7.2 / 1 CB / 12V

Item
Модель

Amount in a pack
Количество в упаковке

Type of pack
Тип упаковки 

Voltage
Напряжение



BATTERY 

CHARGERS

Battery chargers VIDEX would provide for charge and discharge of rechargeable 
batteries such as Li-ion / IMR, Ni-MH, Ni-Cd, LiFePO4. 
Built-in protection avoids overcharge / overdischarge of batteries, and built-in 
microcomputer makes process of charging fully automatic.
The great range of products allows to make choice of charger with such function 
as battery capacity testing function, POWER BANK function, fast and safe charging 
function.

Зарядные устройства VIDEX предназначены для заряда/разряда 
перезаряжаемых элементов питания типа Li-ion/IMR, Ni-MH, Ni-Cd, LiFePO4.
Встроенная защита в зарядных устройствах позволяет избежать перезаряда/
переразряда аккумуляторов, а встроенный микрокомпьютер делает процесс 
зарядки полностью автоматическим. 
Ассортиментный ряд позволяет выбрать зарядное устройство с функцией 
тестирования ёмкости аккумуляторов, функцией “POWER BANK”, а также 
функцией быстрого и безопасного заряда.
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BATTERY CHARGERS

U100

Compatible with 
batteries:

 
 :

Li-ion/IMR
LiFePO4:

26650, 22650,
26500, 18650,
18490, 17670,
17500, 14500, 
10440

Ni-MH/Cd:

AA, AAA, SC, C

UD200

Compatible with 
batteries:

 
 :

Li-ion/IMR
LiFePO4:

10440 14500 14650 
16340 17335 17500 
17670 18350 18500 
18650 18700 20700 
21700 22650 22700 
26500 26650

Ni-MH/Cd:

A AA AAA AAAA SC C

UT201

Compatible with 
batteries:

 
 :

Li-ion/IMR
LiFePO4:

10440 14500 16340 
17500 17650 17670 
18490 18500 18650 
20700 21700 22650 
26500 26650 36250

Ni-MH/Cd:

A AA AAA AAAA 
SC C D

L200

Compatible with 
batteries:

 
 :

Li-ion/IMR:

26650, 22650,
26500, 18650,
18500, 17670,
17500, 17335,
16340 (123A),
14500, 10440

N400

Compatible with 
batteries:

 
 :

Ni-MH/Cd:

AA, AAA

N201

Compatible with 
batteries:

 
 :

Ni-MH/Cd:

AA, AAA, 
9V

Functional characteristics
 

Item 
Adjustment of 
current charge

  

Auto identification
types of batteries

.  

Work from
USB /5V adapter

   
USB/  5V

Charge auto 
control

 

Test capacity’s 
function

“  ”

Discharge of 
batteries function 

  

Powered from 
network of 12V

  12V

POWER BANK function
 “POWER 

BANK”

UT201 • • • • • •

UD200 • •

U100 • • • • •

L200 • •

N400 • •

N201



Fast charge of batteries. Up to 2000 mA.
  .  2000 .

UD200 Universal battery charger
         
Art.:  VCH-UD200

UD200 is the universal charger. It is designed for fast and safe charging of Li-ion, IMR/INR/ICR, 
LiFePO4, Ni-MH, Ni-Cd batteries. LCD display allows to get information about the progress of the 
charge in real time. The charger has the protection against short circuit, reverse polarity, overcharge 
and overheating of batteries. It can automatically recognize defective or incompatible batteries.

UD200 -   .      
 Li-ion, IMR / INR / ICR, LiFePO4, Ni-MH, Ni-Cd . LCD    

        .    
 ,  ,    . 

      .

Compatible with batteries:
  :

Li-ion/IMR: 10440 14500 14650 16340 17335 17500 17670 
18350 18500 18650 18700 20700 21700 22650 22700 26500 26650
Ni-MH/Cd: A AA AAA AAAA SC C

Input:
:

USB Type-C, DC 5V/2A, 10W

Output:
:

DC 4,2V 1A X2 / 2  X1
DC 3,65V 1A X2 / 2  X1
DC 1,48V 1  X2

Size, mm:
, :

121  60  33

BATTERY CHARGERS

2 independent
channels

LCD display Sound signal Automatical
end of charge

Automatical

2 independent
channels

LCD display Sound signal Automatical
end of charge

Automatical

Refresh the properties of  batteries which 
were not used for long time

  , 
   

UT201 Universal battery charger
        
Art.:  VCH-UT201

UT201 is the universal charger. It is designed for fast and safe charge, discharge, testing and 
refresh of batteries such as Li-ion, IMR/INR/ICR, LiFePO4, Ni-MH, Ni-Cd.  LCD display allows 
to get detailed information about the progress of the charge in real time. The charger has the 
protection against short circuit, reverse polarity, overcharge and overheating of batteries. It can 
automatically recognizes defective or incompatible batteries.

UT201 -   .      
, ,      Li-ion, IMR / INR / 

ICR, LiFePO4, Ni-MH, Ni-Cd. LCD       
     .     , 

 ,    .  -
     .

• Two independent channels
• LCD display
• Automatical identification

• Sound signal
• Automatical end of charge

•   
• LCD 
•  
•  
•  

Advantages

• Two independent channels
• LCD display
• Automatical identification
• Sound signal
• Automatical end of charge

Advantages
•   
• LCD 
•  
•  
•  

Compatible with batteries:
  :

Li-ion/IMR: 10440 14500 16340 17500 17650 17670 18490 
18500 18650 20700 21700 22650 26500 26650 36250
Ni-MH/Cd: A AA AAA AAAA SC C D

Input:
:

USB Type-C , DC 5V/2A, 10W

Output 1:
 1:

DC 4,2V 1A X2 / 2  X1
DC 3,65V 1A X2 / 2  X1
DC 1,48V 1  X2

Output 2:
 2:

DC 5V 2.1  USB

Size, mm:
, :

135  73  37

Size of pack        100x144x44 mm
                           мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

Size of pack        80x147x40 mm
                           мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

Technical Specification 
 

Technical Specification 
 

2 

2 

LCD 

LCD 
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U100 Universal battery charger
     
Art.:  VCH-U100

It is designed for fast and safe charging of Li-ion, IMR, LiFePO4, Ni-MH, Ni-Cd batteries. 
The built-in microcomputer makes the charging process fully automatic and doesn’t need any  
additional intervention.

        Li-ion, IMR, 
LiFePO4, Ni-MH, Ni-Cd.       

     .

2 independent
channels

LED indication Charge from USB Fast charge Automatical 
end of charge

L200 Battery charger
   
Art.:  VCH-L200

The charger is intended for fast and save charge of Li-ion batteries. The built-in microcomputer 
makes the charging process fully automatic without any additional intervention. Automatical 
identification of defective and incompatible batteries. LED indication in case of failure. Built-in 
protection from overcharge, short circuit, reverse polarity (+/-).

        Li-ion.  
          -
 .      

 .     .   
 ,  ,   (+/-).

Technical Specification 
 

Technical Specification 
 

Ability to charge smartphone 
from USB output

    
USB 

function

output

Compatible with batteries:
  :

Li-ion/IMR: 26650 22650 26500 18650 18490 17670 17500 
17335 16340 14500 10440
Ni-MH/Cd: AA, AAA, SC, C

Input:
:

USB DC 5V/1 , 4,5W

Output:
:

DC 1,48V 500m /1000m  Ni-MH/Cd
DC 4,2V 500m /1000m  Li-ion/IMR
DC 3,75V 500m /1000m  LiFePO4
DC 4,35V 500m /1000m  Li-ion
DC 5V 1000m  USB (power bank)

Size, mm:
, :

113  38  30

Compatible with batteries:
  :

Li-ion/IMR: 26650, 22650, 26500, 18650, 18500, 17670, 17500, 
17335, 16340 (123A), 14500, 10440

Input:
:

USB  DC 5V/1A/2.1A

Output:
:

DC 4.2V 500m  X2 14500, 16340 (123 ), 17335, 17500, 26500, 10440, 18500
DC 4.2V 1000m  2 18650, 26650, 17670, 22650

Size, mm:
, :

100  60  28

Fast charge of batteries.
Up to 1000mA on every channel.

  .  1000 A  
 

BATTERY CHARGERS

Size of pack        75x179x35 mm
                         мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

Size of pack        92x167x35 mm
                         мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

   

2 

 LED  
 

LED 

 

  USB

 

 

 

 

• Charge current automatically switches 
depending on battery size

• LED indication of charge status

Advantages
•     

    
•    

• Activation of old 0V batteries
• Possibility to choose of charge current 

500mA / 1000mA
• Charge high voltage batteries (3.85V)

Advantages
•    “0V”
•     

500m /1000m
•    

(3.85V)



four
independent
channels

LED indication Charge from USB 300 mA
on each channel

Automatical 
end of charge

4 independent
channels

Ability to charge from one up to four batteries 
at the same time

    
   

N400 Battery charger
    
Art.:  VCH-N400

• Convenient and compact size
• Four independent channels, charge auto 

control 
• LED indication of the charge process

The charger is intended for fast and save charge of Ni-MH, Ni-Cd batteries (capacity 3000m ). 
The built-in microcomputer makes the charging process fully automatic without any additional 
intervention. Automatical identification of defective and incompatible batteries. LED indication of the 
charge process. Built-in protection from overcharge, short circuit, reverse polarity (+/-).

  o       Ni-MH/Cd  
3000m .         
    .    -

    .    .  
   ,  ,   (+/-).

Advantages

Compatible with batteries:
  :

Ni-MH/Cd: AA, AAA

Input:
:

USB DC 5V/1A

Output:
:

DC 1.48V  300±30m   X4

Size, mm:
, :

88  72  30

BATTERY CHARGERS

Ability to charge batteries both two and one
    

    

N201 Battery charger
    
Art.:  VCH-N201

• Two independent channels
• LED indication
• Battery charge 9V (“Krona”)
• Ability to charge batteries of any capacity

The charger is intended for fast and save charge of Ni-MH, Ni-Cd batteries. There are two 
independent channels for batteries AA, AAA type and one is for Krona type. The charge current of 
AA type is 200mA for each slot, of AAA type is 100mA for each slot. The charge current for Krona 
type is 35mA. Device body equipped with LED indication.

   -   -  -
  .        

  AAA,        “ ”.  
     200m    ,    100m   

 .   “ ”    35m .   
 LED .

Advantages

Compatible with batteries:
  :

Ni-MH/Cd: AA, AAA, 9V

Input:
:

AC 100-240V 50/60Hz, 0.5W

Output:
:

DC 1.25V  200m   X2  AA
DC 1.25V  100m   X2  AA
DC 9V        35m  

Size, mm:
, :

100  48  72Battery charge 9V
(“Krona”)

LED indication
input voltage

Compact size200 mA
on each channel

two
independent
channels

Technical Specification 
 

Technical Specification 
 

Size of pack        92x167x35 mm
                         мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

Size of pack        72x173x73 mm
                         мм

Inner box

Carton

    1 pc
       шт

  20 boxes 
       коробок

4 

 9  ( )

LED 

LED 

  USB

100-240 
 

300
  

200
  

 

 

•    
•   , -

  
•    

•   
• LED 
•   9V (“ ”)
•    
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Design and specifications of product can be changed without notice.

© Design VIDEX, 2020.

Long lasting power for your device

Secondary Batteries – are universal power source for various devices. They can be used as in low and as high discharge 
currents. They are capable of fast recharge. The batteries have an impressive resource of the charge cycles.  Thanks to 
precharge and various chemical composition they are able to change traditional alkaline or heavy duty batteries. One 
secondary battery can be the equivalent of a thousand standard batteries. That’s why using the secondary batteries is 
economically justified. Batteries are designed in accordance with international standards. Using the rechargeable batteries 
helps to reduce the environmental pollution.

    –      .    
   ,     .   .   

  .         
     .      

 ,          . 
       .  

      .
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